Print Jobs

for Large
and Heavier

ccessories
High Capacity
Input and Output
Straight-Through
Paper Path for
Label Printing
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PF-8E Specifications

Print Speed
from PF-8E:

FS-1800+/FS-1900: 18 Pages Per Minute
FS-3800: 22 Pages Per Minute

HS-8E Specifications\\

Paper Capacity:

Up to 2,000 Sheets

Paper Size:

Paper Size:

Min. Size — 3" x 5"

Min. Size — 3" x 5"
Max. Size — 8.5" x 11"

13.4"W x 14.7"H x 13.1"D

Di ions:
Max. Size - 8.5" x 11" e
: Weight:
Paper Capacity: | Up to 2,000 Sheets
Dimensions: 13.9"H x 13.6""W x 14.8"D
Weight: 16.6 Ibs.

PF-8E*
2000 Sheet Capacity

When the ability to print high volumes
is paramount to your business, the
PF-8E is there to meet your needs.
With up to 2000 sheets of paper,
including heavy stock, the PF-8E can
handle even the most demanding of
print jobs. | *PF-8E requires PC-60 LTR

15.9 Ibs.

Straight Through Paper Path
Printing labels, envelopes, or heavy card
stock? Are you afraid that they will curl or
skew due to the paper path of your printer?
With the PF-8E and HS-8E, we remove that
fear by providing you with a straight
through paper path. With no turns involved,
you’ll get your output to come out just as
crisp as when you put it in the printer.
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Low Total Cost of Ownership

Using the ECOSYS® system, Kyocera Mita Printers offer one of
the lowest total costs of ownership in the market today. By uti-
lizing the PF-8E and HS-8E, the Kyocera Mita line of Printers can
offer you a High-Volume, Cost-effective printing solution that
will answer all your needs, without breaking your bottom line.

HS-8E
2000 Sheet Output of Various

Paper Sizes and Stocks

Imagine being able to print envelopes, labels,
or even card stock; up to 8%/2" x 11" all from
the same printer. Now think about the ability
to stack the output, up to 2000 sheets at a
time. Now, see the reality of it when you use
the HS-8E!
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Specifications and design are subject to change without notice.
All trademarks and registered trademarks are the property
of their respective manufacturers.

For the latest in Connectivity visit www.kyoceramita.com
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